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Lubricated with a
non-melting
molybdenum grease
(resists high
temperatures

and provides a
pliable seal)

Race bearings

Luxury Metals Wind Directional Chimney Caps

WIND DIRECTIONAL CAP

| 4" [4.00 [11.00[15.00] 5.00 [11.50
5" |5.00 [11.00[15.00} 5.00 [11.50|
67 [6.00 [11.50{15.00] 5.00 [12.00
7" | 7.00 [12.50{15.00] 5.00 [13.00

8" [ 8.00 [14.00[18.00] 5.00 [14.50
(9" [9.00 [18.50]21.25) 6.00 [15.25
10" [10.00[19.00[22.00] 6.00 [17.50

12"112.00{17.00]23.50{ 7.00 [17.50

MANUFACTURED TO FIT SINGLE &
DOUBLE WALL PIPE

CAN BE ADAPTED TO FIT TRIPLE
WALL PIPE USING WIND CAP
ADAPTOR

CAN BE ADAPTED TO FIT MASONRY
CHIMNEY USING ADJUSTABLE TILE
ADAPTOR

GREASE ZERK INSTALLED FOR
EASY MAINTENANCE

USES HIGH-TEMP MOLYBDENUM
GREASE

GALVANIZED (G-90)

STAINLESS STEEL (304-2B)



